Plastic Truck Seal

The Plastic Truck Seal is the most secure and reliable way to secure your trailer doors and transportation equipment. Because of its patented design, the Plastic Truck Seal is also the easiest to use and the strongest plastic trailer seal available.

APPLICATIONS
- Trailer Doors
- Bulk Tankers
- Railcars
- Retail Distribution
- Totes
- Airfreight

FEATURES
- Laser etched barcoding available.
- Patented tamper-resistant acetal locking mechanism.
- Weather resistant; withstands extreme cold and heat.
- Individually numbered and stamped with company name.
- Produced in easy-to-use strips of 20 with no plastic waste.

MATERIAL
- Materials: High Density Polyethylene and Acetal
- Breaking Strength - 55 lbs.

MARKING/PRINTING
- Hot Stamped Printing: Numbering: 7 digits
- Logo: 1/4" x 4" (17 characters maximum)
- **Stock Item Marked “Sealed” Ships In 24 Hours!**

STANDARD COLORS
- Red/Blue (stock-numbered)
- Red/Blue/White/Green/Yellow/Orange (custom-numbered)

Seals shown not actual size.
Tug Tight Seal

The Tug Tight is an ideal security seal for situations requiring varying seal lengths. This one-time use tamper evident pull-tight adjustable security seal allows the user to cinch-up the seal according to their specific size requirements.

APPLICATIONS
- Trailer Doors
- Bulk Tankers
- Railcars
- Tote Boxes
- Fibre Drums
- Storage Cabinets

FEATURES
- Heavy-duty, all plastic, one-piece construction.
- Tamper-resistant acetal locking mechanism.
- Weather resistant; withstands extremes of cold and heat.
- Individually numbered and stamped with company name and logo.
- Matt in strips of 10 for ease of use.
- Laser etched barcoding available with extended flag.

MATERIAL
High Density Polyethylene and Acetal

DIMENSIONS / USABLE LENGTHS
- 9" seal: 6"
- 12" seal: 9"
- 15" seal: 12"
- 18" seal: 15"

MARKING/PRINTING
- Hot Stamped Printing
- Numbering: 7 digits
- Lettering: 3 lines of 8 characters
- Laser barcoding available with extended flag
- Stock Item Marked “Sealed” Ships In 24 Hours!

STANDARD COLORS
- Red
- Blue
- White
- Green
- Yellow
- Orange

Seals shown not actual size.
Secur-Grip® Seal

The Secur-Grip is an adjustable length plastic strap seal for use on a wide range of applications. It is available in polypropylene or high strength nylon and can be barcoded.

**APPLICATIONS**
- Bulk Tankers / Trailers
- Tote Boxes
- Trailers
- Valves
- Hatches
- Inner Drum Bags
- Pouches
- Coin Bags
- Mail Bags
- Plastic & Cloth Bags

**FEATURES**
- Suitable for a wide range of applications.
- 10 seals per mat.
- Three strap lengths: 7", 11" & 15" (178, 279 & 381mm).
- Smooth tail insertion for easy pull-up.
- Integral metal clip provides a high level of security.
- Optional gripping prongs and/or tear-away designs.

**MATERIAL**
Polypropylene or nylon (7" & 11" inch only)

**DIMENSIONS**
Overall length: 9.21", 13.21" or 15.21" (234, 335 or 386mm)
Flag: 2.21" (56mm) x .312" (8mm) x .78" (20mm)
Tail: 7", 11" or 15" (178, 279 or 381mm) x .312" (8mm)

**STRENGTH CHARACTERISTICS**
Average looped pull apart force:
Polypropylene - 112 lbs (51 kg)
Polypropylene with tear-away - 50 lbs (23 kg)
Nylon - 192 lbs (87 kg)

- Stock Item Marked "Sealed" Ships In 24 Hours!

Secur-Grip® Seal

**MARKING/PRINTING**
- Heat stamped with company name and consecutive numbers (7 digits).
- Optional barcode on vinyl labels or thermal transfer (Interleaved 2 of 5, Code 39 or 128).
- Optional dual numbers on flag and tail.

**STANDARD COLORS**
Red / Blue / White / Green / Yellow / Orange

**PACKAGING**
7" Standard Packaging: 10 Mats/Bag - 2,500/Carton
Carton Dimensions: 18" x 12" x 17" (46cm x 30.5cm x 43cm)
Carton Weight: Gross: 24 lbs (11 kg) Net: 22 lbs (10 kg)

11" Standard Packaging: 10 Mats/Bag - 2,000/Carton
Carton Dimensions: 18" x 12" x 17" (46cm x 30.5cm x 43cm)
Carton Weight: Gross: 24 lbs (11 kg) Net: 22 lbs (10 kg)

15" Standard Packaging: 10 Mats/Bag - 2,000/Carton
Carton Dimensions: 28.25" x 14.5" x 10.6" (72cm x 37cm x 27cm)
Carton Weight: Gross: 30 lbs (14 kg) Net: 28 lbs (13 kg)
All Sizes Nylon: Gross: 29 lbs (13 kg) Net: 26 lbs (12 kg)
Plastic Padlock® Seal

Plastic Padlock Seal is a wire hasp, plastic body security seal that can be used in a variety of applications. It can also be barcoded.

**APPLICATIONS**
- Meters
- Doors
- Hatches
- In-bound Shipments
- Bags
- Scales
- Tankers
- Tote Boxes
- Trailers
- Airline Bar Boxes
- Pouches

**FEATURES**
- Polypropylene body blushes to reveal signs of tampering.
- Accepted by UK & US Customs for airport liquor cart use.
- Wire can be scored (hand removal) or unscored (wire cutters).
- Can be barcoded.

**MATERIAL**
- Body: Polypropylene w/ UV Inhibitor
- Wire Hasp: .047” (1.2mm) diameter in galvanized or stainless steel

**MARKING/PRINTING**
- Heat stamped with name or logo and number (7 digits) in white or black.
- A white panel can be provided below the numbers in place of name or logo.
- Cold stamping is also available.
- Optional vinyl label decorated with barcode, company name and human readable number.
- Stock Item Marked “Sealed” Ships in 24 Hours!

Seals shown not actual size.
SnapTracker Bolt Seal

The SnapTracker Bolt Seal is a barrier class seal, designed for securing high value cargo. A solid steel bolt provides strength while a molded plastic coating provides tamper-evidence. The SnapTracker is C-TPAT Compliant and meets the standard for a High Security Seal as outlined in the ISO 17712: 2010 specifications.

APPLICATIONS
- Trailer Door Latches
- Container Door Latches

FEATURES
- Large flag on both the bolt and body allows laser printed information to be easily read.
- Both parts are numbered to prevent fraud by replacement of either bolt or body.
- Parts come attached in a unique package for ease of use and accurate tracking of numbers.
- Interlocking joint to protect against tampering.

MATERIAL
- ABS and Steel

STRENGTH CHARACTERISTICS
- 3000 lbs.

DIMENSIONS
- 18 mm diameter steel
- Operational Length: 1 1/8”
- Minimum slot for seal to pass through: 3/8”

MARKING/PRINTING
- Durable laser markings
- Numbering: 7 digits
- Stock Item Marked “Sealed” Ships in 24 Hours!

STANDARD COLORS

Other colors available upon request.

Seals shown not actual size.
Intermodal II® Bolt Seal

The Intermodal II® is an ISO 17712: 2010, C-TPAT compliant high security bolt seal which consists of a steel bolt and a plastic coated steel locking chamber. The Intermodal II container seals are designed for ISO containers and high value cargo shipments.

**APPLICATIONS**
- Truck & Trailer Doors
- Box Car Doors
- Gaming
- Intermodal Containers

**FEATURES**
- ISO 17712: 2010 and C-TPAT compliant.
- Locking insert spins freely to confirm seal integrity.
- High impact plastic cover on locking chambers clearly indicates tampering.
- Removed with bolt cutters.
- Metal locking end encased in a consecutively numbered, colored body.
- ‘H’ on bottom of body base indicating ‘High Security’.

**MATERIAL**
- Made of carbon steel with zinc chromate finish
- ABS plastic body on locking case

**DIMENSIONS**
- Bolt: 3.5” (89mm) long and 3/8” (9.5 mm) in diameter.
- Both bolt head and lack body conform to ISO 17712: 2010 specifications.

**STRENGTH CHARACTERISTICS**
- Average pull-apart force is 4,713 lbs (2,138 kg, 21.0 kN)
- Average cutting force (shear) is 5,477 lbs (2,484 kg, 24.4 kN)
- Average impact force is 30-29 ft-lb (41-53 Nm)
- Bending moment: 63 ft-lb (85 Nm)

Seals shown not actual size.

Stock seals have blue locking cases and are lazed with "SEALED"
Characters are 1/4" (6.35mm) high
Heat stamping or laser barcode marking also available
Stock Item Marked “Sealed” Ships In 24 Hours!
FlexSecure FS 35

The FlexSecure FS 35 rates High Security per the ISO 17712:2010 testing standard and is C-TPAT and PIP compliant. This versatile seal fits many applications and is popular for sealing bulk railcars and intermodal containers and trailers. The non-preform cable frays wildly when cut and is galvanized for corrosion protection. The patent pending locking mechanism inside the anodized aluminum housing makes sure your goods are safe in transit.

C-TPAT & PIP COMPLIANT

APPLICATIONS
- Cross Border Shipments
- High Value Shipments
- Rail Cars
- Container Door Latches
- Truck Door Latches

FEATURES
- Tamper-evident non-preformed steel cable unravels when cut and is galvanized for corrosion protection.
- Available in a variety of colors.
- Can be customized by laser printing a name, logo, consecutive numbers and barcode.
- Patent Pending.

MATERIAL
- Main body: Aluminum alloy.
- Internal Locking Components: Zinc and Steel
- Cable: 3.5 mm galvanized non-preformed aircraft cable.

STRENGTH CHARACTERISTICS
- 2400 lbf.

DIMENSIONS
Body: 1.12" x .90" x .30" (28.6 mm x 22.7 mm x 7.6 mm)
Cable Diameter: 3.5 mm (1/8")
Overall length: Standaard 12" (Custom lengths available)

MARKING/PRINTING
- Laser Printing: Name, logo, consecutive numbers, barcode.
- Stock Item Marked “Sealed” Ships In 24 Hours!

STANDARD COLORS
- Red
- Blue
- Green
- Black
- Other colors available upon request.

Seal shown not actual size
1/8” EZ Loc® Cable Seal

C-TPAT Compliant.

APPLICATIONS
- Intermodal Containers
- Rail Cars
- Vehicle Hatches
- Truck & Trailer Doors

FEATURES
- Cable pulls tight for maximum security.
- Removable with cable cutters.
- Also available as the Non-ferrous EZ Loc for flammable fume environments.
- Tracking: lock body can be color-coded, bar-coded and/or laser engraved.

MATERIAL
- Lock body: corrosion resistant cast zinc.
- Cable: galvanized non-preformed aircraft control cable.

DIMENSIONS
Cable diameter: 1/8” (3.2 mm); 12” (30 cm) long.
Standard cable length: 12”
Additional cable lengths available in 2” (5 cm) increments.

MARKING/PRINTING
- Standard: Cold Stamped
- Optional: Ink jet, laser, barcode or laser tag.
- Additional marking options available with two lines of up to 8 characters and 6 digits.
- Laser Tag Serial Number Transfer optional: Red reposition-able label. Requires powder coat and laser marking options.
- **Stock Item Marked “Sealed” Ships In 24 Hours!**

STANDARD COLORS
Mill finish zinc.
Optional colors: 

Seals shown not actual size.
Security Seals In Stock, Ready To Ship!

Stock Items Ship In 24 Hours Or Less!

The Budco Promise
If we make a mistake placing, shipping or billing your order, we will ship the order Free...Guaranteed!

BEST SELLERS

Plastic Truck Seal
Intermodal ii Bolt Seal
FlexSecure FS 35 Seal
SnapTracker Bolt Seal
1/8” EZ Loc Cable Seal

Secure-Grip Seal
Tug Tight Seal

Quick. Easy.
www.BudcoSecuritySeals.com
Visit us online today!